
5” & 6” LED Recessed Down Light 

Wattage:                                     14 Watts
Lumens:                                      820 lm (Natural White)  
Kelvin:                                         (2700K)  Warm White 
                                                    (3000K)  Warm White  

                                                     
                                                              
CRI:                                             80 Typical
Dimensions:                           7.25” x 3.5” (184.2mm x 88.9mm)
Light Distribution:                        120°
LED Count:                                 1 High Power COB LED
Base:                                           E-27 Adaptor
Dimming:                                     Uniform, Smooth
Housing Temp:                            Less than 95°F (35°C)
Max. Ambient Peak Temp:          -4° to 104°F (-20° to 40°C)
Replaces:                                     75 Watt Incandescent PAR                         
Working Voltage:                         120VAC
Frequency:                                   60HZ
Net Weight:                                  0.75 lbs (0.34 kg) 
Life Cycle:                                    35,000 Hours

�‡��

Single high power COB LED

�‡��

Easy installation into existing 5” & 6” cans
�‡��

Proprietary optical diffuser
�‡��

E27 adaptor with quick connect
�‡��

Low heat generation
�‡��

Instant on/off

  
�‡��

Proprietary heat sink thermal management �‡��
Vibration and shock resistant 

�‡��No ballast required 
�‡��Smooth dimming 
�‡��Low operation temperature 
�‡��Greater than 50% savings in energy
�‡��No flickering, noiseless operation    
�‡��CE Compliant
�‡��UL Listed
�‡��5 Year Warranty

 Attention:  All  are subject to change without notice.

18-RD-6-27K (2700K CCT)
18-RD-6-30K (3000K CCT) 

          Product S KU:

Features:
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Specifications:

 
Ballast must be  bypassed for 
proper LED downlight operation.
Optional CFL base convertors 
available.  

          Attention:

                                                    (4100K)  Natural White  
                                                    (5000K)  Day White  

18-RD-6-41K (4100K CCT)�‡��
18-RD-6-50K (5000K CCT)�‡��


